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WiFi Color Indoor Monitor
7-inch Touch Screen

�d�����Z�v�]�����o���^�‰�����]�.�����Ÿ�}�v

System

�D���]�v���W�Œ�}�����•�•�}�Œ Embedded Micro Processor

�K�‰���Œ���š�]�v�P���^�Ç�•�š���uEmbedded Linux

Display
�s�]���Á�]�v�P�����Œ���� 7-in. LCD, Capacitive

�Z���•�}�o�µ�š�]�}�v 1024 x 600

�/�v�‰�µ�š Touchscreen Display

Interface

���µ���]�}
�/�v�‰�µ�š�W���K�u�v�]���]�Œ�����Ÿ�}�v���o���D�]���Œ�}�‰�Z�}�v��
Output: Built-in Speaker
Two-way Talk

���µ���]�}�����}�u�‰�Œ���•�•�]�}�vG.711

���o���Œ�u
Input: Six (6) Channels
Output: One (1) Channel

�Z�^�ð�ô�ñ One (1) Port

�D���u�}�Œ�Ç Micro SD Slot, 32 GB maximum

Network

�s�]�����}�����}�u�‰�Œ���•�•�]�}�vH.264

�t�]�&�] IEEE 802.11b/g

���š�Z���Œ�v���š 10/100 Mbps, Self-adaptive

�E���š�Á�}�Œ�l���W�Œ�}�š�}���}�oTCP/IP

�D���v���P���u���v�š���^�}�(�š�Á���Œ��SmartPSS Device Connection - Peer-to-Peer (P2P)

�����Œ�Ÿ�.�����Ÿ�}�v�•

�^���(���š�Ç

UL 60950-1 & CAN/CSA C22.2 No. 60950-1-07
EN 60950-1:2006 + A11:2009 + A1:2010 +  
A12:2011 +A2:2013
IEC 60950-1:2005 (Second Edition); AM1:2009 +AM2:2013

���o�����š�Œ�}�u���P�v���š�]����
���}�u�‰���š�]���]�o�]�š�Ç���~���D���•

FCC CFR 47 Part 15 subpart B
ANSI C63.4 - 2009
EN 55022:2010, EN 55024:2010, EN 50130-4:2011,  
EN 61000-6-3:2007, EN 61000-3-2:2006+A1:2009
EN 61000-3-3:2008, IEC 61000-4-2:2008,  
IEC 61000-4-3:2010, IEC 61000-4-4:2012,  
IEC 61000-4-5:2005, IEC 61000-4-6:2008,  
IEC 61000-4-8:2009, IEC 61000-4-11:2004

Electrical

�W�}�Á���Œ
12 VDC or PoE (802.3af)
Requires a separate 12 VDC power supply, or  
power via a PoE switch.

�W�}�Á���Œ�����}�v�•�µ�u�‰�Ÿ�}�v
�^�š���v�����Ç�W���G���í���t
�K�‰���Œ���š�]�}�v�W���G���ó���t

Environmental

�K�‰���Œ���Ÿ�v�P���d���u�‰���Œ���š�µ�Œ��-10° C to +55° C (14° F to +131° F)

�K�‰���Œ���š�]�v�P���,�µ�u�]���]�š�Ç10% to 90%, Relative

���}�v�•�š�Œ�µ���Ÿ�}�v

���]�u���v�•�]�}�v�•
215.0 mm x 140.0 mm x 21.0 mm 
(8.46 in. x 5.51 in. x 0.83 in.)

�E���š���t���]�P�Z�š 0.80 kg (1.76 lb)

�/�v�•�š���o�o���š�]�}�v Surface-mount

PoE

�K�Œ�����Œ�]�v�P���/�v�(�}�Œ�u���Ÿ�}�v

�d�Ç�‰�� �W���Œ�š���E�µ�u�����Œ�����•���Œ�]�‰�š�]�}�v

WiFi Monitor

DHI-VTH5221DW
7-in. Capacitive Touchscreen Color Wifi Monitor, 
White Bezel

DHI-VTH5221D
7-in. Capacitive Touchscreen Color Wifi Monitor, 
Black Bezel

KDS-VTH55221DW / VTH55221D
WiFi Color Indoor Monitor - 7-inch Touch Screen
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